STIEBEI. EI.TRON Technical datasheet

HPA-0 153.2 Trend HC 230 + SBB 200 HP

Tre
AIR SOURCE HEAT PUMPS PRODUCT-NO.: 208366

The main features

Set consisting of an air source heat pump installed outdoors from the HPA-O Trend
range and DHW cylinder

Tailored to the usual requirements of a family house
Control via MyStiebel app possible

High level of integration and extensive accessories for an aesthetic appearance, as

. - . . HPA-0 05.2 Trend HC
well as quick and space saving installation . [

230 + SBB 200 HP Tre
Product-No.: 208697

HPA-0 07.2 Trend HC

.[ 230 + SBB 200 HP Tre

Product-No.: 208364

HPA-0 10.2 Trend HC

.[ 230 + SBB 200 HP Tre

Product-No.: 208365



STIEBEL ELTRON

Set-Components o

Type

Product set

Technical data

Energy efficiency class, heat pump W35 (A+++ - D)
Energy efficiency class, heat pump W55 (A+++ - D)
SCOP 35 °C (EN 14825)

SCOP 55 °C (EN 14825)

Heating output at A7/W35 (EN 14511)

Heating output at A2/W35 (EN 14511)

Heating output at A-7/W35 (EN 14511)

Max. cooling capacity at A35/W7

Cooling capacity at A35/W18, partial load (EN 14511)
Max. cooling capacity at A35/W18

COP at A7/W35 (EN 14511)

COP at A2/W35 (EN 14511)

COP at A-7/W35 (EN 14511)

Energy efficiency ratio at A35/W7 max.

Energy efficiency ratio at A35/W18, partial load (EN 14511)
Energy efficiency ratio at A35/W18 max.

Sound power level (EN 12102)

HPA-0 05.2
Trend HC 230

HPA-0 05.2
Trend HC 230 +
SBB 200 HP Tre

A+++
A+++
4.69
3.85
2.76 kW
3.02 kW
4.91 kW
4.28 kW
3.27 kW
4.80 kW
5.39
4.04
2.86
2.85
5.12
3.72

44 dB(A)

HPA-0 07.2
Trend HC 230

HPA-0 07.2

Trend HC 230 +
SBB 200 HP Tre

A+++
A+++
4.67
3.83
2.91 kw
4.24 kW
6.92 kW
6.04 kW
3.35 kW
6.66 kW
5.44
4.02
2.84
2.80
5.18
3.70

44 dB(A)

Technical datasheet

HPA-0 10.2

Trend HC 230

HPA-0 10.2

Trend HC 230 +
SBB 200 HP Tre

A+++
A++
4.59
3.79

4.26 kW
5.87 kW
9.49 kW
8.27 kW
3.96 kW
8.94 kW
5.40
3.96
2.80
2.52
5.24
3.65

46 dB(A)
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Min./max. application limits for heat source
Max. application limit on the heating side
Height

Width

Depth

Weight

Rated voltage, compressor

Refrigerant

Colour

-25/140 °C
75 °C
960 mm
1170 mm
727 mm
144 kg
230V

R290

Dark grey RAL 7021

-25 /40 °C
75 °C
960 mm
1170 mm
727 mm
145 kg
230V

R290

Dark grey RAL 7021

Technical datasheet

-25/140 °C
75 °C
960 mm
1170 mm
727 mm
146 kg
230V
R290

Dark grey RAL 7021
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Set-Components o

Type

Product set

Technical data

Energy efficiency class, heat pump W35 (A+++ - D)
Energy efficiency class, heat pump W55 (A+++ - D)
SCOP 35 °C (EN 14825)

SCOP 55 °C (EN 14825)

Heating output at A7/W35 (EN 14511)

Heating output at A2/W35 (EN 14511)

Heating output at A-7/W35 (EN 14511)

Max. cooling capacity at A35/W7

Cooling capacity at A35/W18, partial load (EN 14511)
Max. cooling capacity at A35/W18

COP at A7/W35 (EN 14511)

COP at A2/W35 (EN 14511)

COP at A-7/W35 (EN 14511)

Energy efficiency ratio at A35/W7 max.

Energy efficiency ratio at A35/W18, partial load (EN 14511)
Energy efficiency ratio at A35/W18 max.

Sound power level (EN 12102)

HPA-0 13.2
Trend HC 230

HPA-0 13.2
Trend HC 230 +
SBB 200 HP Tre

A+++
A+++
4.65
3.85
5.56 kW
4.09 kW
12.47 kW
9.56 kW
4.29 kW
11.49 kW
5.36
4.54
2.75
2.70
5.45
3.61

49 dB(A)

Technical datasheet
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Min./max. application limits for heat source -25/ 40 °C
Max. application limit on the heating side 75 °C
Height 1144 mm
Width 1170 mm
Depth 727 mm
Weight 170 kg
Rated voltage, compressor 230V
Refrigerant R290

Colour Dark grey RAL 7021
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Set-Components o

Type

Product set

Technical data

Energy efficiency class (A+ - F)

Standby energy consumption/24 h at 65 °C
Surface area, heat exchanger, bottom
Height

Diameter incl. thermal insulation

Weight

SBB 200 HP Trend
HPA-0 05.2

Trend HC 230 +
SBB 200 HP Tre

A
1.03 kWh
2.60 m2
1270 mm
595 mm

49 kg

Technical datasheet

SBB 200 HP Trend SBB 200 HP Trend

HPA-0 07.2 HPA-0 10.2
Trend HC 230 + Trend HC 230 +
SBB 200 HP Tre SBB 200 HP Tre

A A

1.03 kWh 1.03 kWh

2.60 m2 2.60 m2
1270 mm 1270 mm
595 mm 595 mm

49 kg 49 kg



STIEBEL ELTRON

Set-Components o

Type

Product set

Technical data

Energy efficiency class (A+ - F)

Standby energy consumption/24 h at 65 °C
Surface area, heat exchanger, bottom
Height

Diameter incl. thermal insulation

Weight

Technical datasheet

SBB 200 HP Trend
HPA-0 13.2

Trend HC 230 +
SBB 200 HP Tre

A
1.03 kWh
2.60 m2
1270 mm
595 mm

49 kg
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Set-Components o

Type WPM WPM WPM

Product set HPA-0 05.2 HPA-0 07.2 HPA-0 10.2
Trend HC 230 + Trend HC 230 + Trend HC 230 +
SBB 200 HP Tre SBB 200 HP Tre SBB 200 HP Tre

Technical data

Protection class I I I

IP rating IP21 IP21 IP21
Supply voltage 230V 230V 230V
Width 310 mm 310 mm 310 mm
Height 400 mm 400 mm 400 mm

Depth 100 mm 100 mm 100 mm



STIEBEL ELTRON

Set-Components o

Type

Product set

Technical data
Protection class

IP rating

Supply voltage
Width

Height

Depth

WPM
HPA-0 13.2

Trend HC 230 +
SBB 200 HP Tre

IP21

230V

310 mm

400 mm

100 mm

Technical datasheet
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Set-Components o

Type

Product set

Technical data

ISG Connect

HPA-0 05.2
Trend HC 230 +
SBB 200 HP Tre

ISG Connect

HPA-0 07.2
Trend HC 230 +
SBB 200 HP Tre

Technical datasheet

ISG Connect

HPA-0 10.2
Trend HC 230 +
SBB 200 HP Tre
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Set-Components o

Type

Product set

Technical data

ISG Connect

HPA-0 13.2
Trend HC 230 +
SBB 200 HP Tre

Technical datasheet
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Technical datasheet

Set-Components o

Type

Product set

Technical data
Width
Height

Depth

FET
HPA-0 05.2

Trend HC 230 +
SBB 200 HP Tre

145 mm

96 mm

31 mm

FET
HPA-0 07.2

Trend HC 230 +
SBB 200 HP Tre

145 mm

96 mm

31 mm

FET
HPA-0 10.2

Trend HC 230 +
SBB 200 HP Tre

145 mm

96 mm

31 mm
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Set-Components o

Type

Product set

Technical data
Width
Height

Depth

FET
HPA-0 13.2

Trend HC 230 +
SBB 200 HP Tre

145 mm

96 mm

31 mm

Technical datasheet
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Set-Components o

Type

Product set

Technical data

Energy Efficiency Index EEI

Connection

Delivery head

Max. flow rate

Power consumption

Rated voltage

Control via 0-10 V signal with IF module
Control via differential pressure

Control via PWM signal

Installation length (centre distance)

UP 25/7.5 PCV

HPA-0 05.2
Trend HC 230 +
SBB 200 HP Tre

0.20

G11/2

8.40 m

4.00 m3/h

10-60 W

230V

180 mm

UP 25/7.5 PCV
HPA-0 07.2

Trend HC 230 +
SBB 200 HP Tre

0.20

G11/2

8.40 m

4.00 m3/h

10-60 W

230V

180 mm

Technical datasheet

UP 25/7.5 PCV
HPA-0 10.2

Trend HC 230 +
SBB 200 HP Tre

0.20

G11/2

8.40 m

4.00 m3/h

10-60 W

230V

180 mm
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Set-Components o

Type

Product set

Technical data

Energy Efficiency Index EEI

Connection

Delivery head

Max. flow rate

Power consumption

Rated voltage

Control via 0-10 V signal with IF module
Control via differential pressure

Control via PWM signal

Installation length (centre distance)

UP 25/7.5 PCV

HPA-0 13.2
Trend HC 230 +
SBB 200 HP Tre

0.20

G11/2

8.40 m

4.00 m3/h

10-60 W

230V

180 mm

Technical datasheet
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Set-Components o

Type

Product set

Technical data

Connection

FS-WP 28

HPA-0 05.2
Trend HC 230 +
SBB 200 HP Tre

G11/aA/
Cu28x1.5

FS-WP 28

HPA-0 07.2
Trend HC 230 +
SBB 200 HP Tre

G11/4A/
Cu28x1.5

Technical datasheet

FS-WP 28

HPA-0 10.2
Trend HC 230 +
SBB 200 HP Tre

G11/4A/
Cu28x1.5
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Set-Components o

Type

Product set

Technical data

Connection

Further information about the Set components can be found under the relevant product.

FS-WP 28

HPA-0 13.2
Trend HC 230 +
SBB 200 HP Tre

G11/4A/
Cu28x1.5

Technical datasheet
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Contact information

Do you have additional questions? Then please do not hesitate to contact us, we
would be only too happy to help:

Call 0151 346 2300

Or send an e-mail to

sales@stiebel-eltron.co.uk

Only a qualified contractor should carry out the installation, commissioning,
maintenance and repair of this appliance. Where applicable and prior to
installation the electricity and/or water utility companies should be notified of
your intention to install the product.

Technical datasheet



